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This appliance is filled with R290.Flammable material risk of fire.

Thank you
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Disposal 
This marking on the product, accessories or literature indicates

 ,regrahc .g.e ( seirossecca cinortcele sti dna tcudorp eht taht
 -suoh rehto htiw fo desopsid eb ton dluohs )elbac BSU ,tesdaeh

ehold waste at the end of their working life.
To prevent possible harm to the environment or human health 
from uncontrolled waste disposal, please separate these items 

 WARNING!

the socket, cut the mains power cable and destroy this together with the plug. To prevent

 
WARNING!

The
 
appliance must not be powered through an external switching device, such as a 

Safety notice
 – Important safety information 

General  information and tips 
Environmental information

Thank you for purchasing a Haier Product.
Please read this instruction carefully before using the appliance. The instruction contains
important information which will guide you in order to have a safe and proper installation as 
well as daily use and maintenance.
Keep this manual in a convenient place so you can always refer to it for the safe and proper 
use of the appliance.

children shutting themselves in the machine, break the door hinges or the door lock. 

WARNING!

In the appliance enclosure or in the built-in structure,keep 
ventilation openings clear of obstruction.

 Do not damage the refrigerant circuit.

NZ AU
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1-Safety information
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 WARNING!

 Make sure there is no transportation damage. 
 .hcaer s 'nerdlihc fo tuo ti peek dna egakcap lla evomeR
             

is heavy.
Daily use

 This appliance can be used by children aged  8  years and 
 and  by rsons with reduced physical, sensory or mental ca-
pabilities or lack of experience and knowledge if they have been 
given supervision or instruction concerning use of the appliance 
in a safe way and understand the hazards involved. 

        from the appliance unless
 they are constantly supervised.

 Children shall not play with the appliance.
 Make sure the room is dry and well ventilated. The ambient 

temperature should be between 5 °C and 35 °C. 
 Do not cover any ventilation openings in the base by carpet or 

similar object. 
 Keep the area around the tumble dryer free of dust and lint. 
  is only laundry inside the appliance and 

 or children before you use it. 
 Only touch the mains plug with dry hands and do not touch or 

use the appliance if you are barefoot or with wet hands or feet
 Do not dry unwashed items in the tumble dryer.
 Make sure not to load more than nominal load. 
 Remove all items such as lighters and matches from pockets. 
 

by the fabric softener instructions
 

close vicinity to the appliance.
Do not place heavy objects or sources of heat or damp on top of 
the appliance.
Hold the plug, not the cable, when unplugging the appliance. 
Do not touch the rear and the drum during operation, they 
are hot. 

NZ AU

 Always move the appliance with at least two people because it

Keep children 3 years or under away

Make sure there no pets

above
pe
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1-Safety information
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 WARNING!

Daily use  
 Do not use the appliance to dry the following items:

 Items which are not washed.
 
stances such as cooking oil, acetone, alcohol, benzine, petrol, 
kerosene, spot removers, turpentine, waxes, wax removers 

oil,acetone, alcohol, petrol,kerosene, spot removers,
turpentine,waxes and wax removers should be washed

 

 Items such as foam rubber ( latex foam) , shower caps, water-

 Do not drink the condensed water.  
 

 Note that the last part of the drying cycle occurs without heat 

temperature which does not damage them.
 Do not leave the appliance unattended while running for a long

 period of time.  
 

Never stop a tumble dryer before the end of the drying cycle
unless all items are quickly removed and spread out so that

 
city and for safety. 

Maintenance / cleaning
 Make sure children are supervised if they carry out cleaning and 

maintenance. 
 Disconnect the appliance from the electrical supply before un-

dertaking any routine maintenance. 

in hot water with an extra amount of detergent before
being dried in the tumble dryer

the heat is dissipated

NZ AU

cycle ctri

condenser filter 
in place or with a damaged filter.



 

               

                          

1-Safety in formation
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 WARNING!

Maintenance / cleaning 
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Installation

If installed behind a cabinetry door, it must be hinged on the same 
 
door must remain  open while the machine is running .
handle to the internal surface of the cabinetry door.The cabinetry  
side as the dryer with a minimum clearance of 40mm from the dryer 

Exhaust air must not be discharged into a flue which is used for 
exhausting fumes from appliances burning gas or other fuels.

Ensure that the machine is located in a place which all
n

space

to access after installation
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2-Installation 
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2.1 Preparation

Notice
Dispose in an environmentally ly

consult  your r

WARNING!

transportation and you MUS leave the dryer to stand  or two 
hours be or

2.3 Place the appliance

surface.Adjust the feet to the desired level.Ensure that 

2.2 Transport and waiting time
Transport the appliance in a horizontal orientation. After

 required locations .

the product is level.(Fig.2-1)

2-1

Puttheapplianceadjacenttotheslot  Makesurethat all 

2 Adjust all feet to achieve a stable, level arrangement.
Install the appliance carefully into the rec

2.4 Installation under worktop

and above (Fig.2-2)
1

Front

Top

Rear

Left and right
sides

2-2

2.5 Electrical connection
ore  c

Power supply k re appropriate to the 
rating plat

power socket is earthed

powerplugandsocketare
Put the plug into the sock

Be

2-3

packaging

The dimensions of the recess must allow for    15mm per side 

connections are easily accessible.

This is a normal phenomenon and results from a water 
test in the factory.

packaging polystyrene base packer packaging

and no multi-plug or 
extension is being used.



                         

                          

                         
 
                          

 

 

 

 

 

 

 

 

 

 

 

the supply cord is

WARNING!
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card) in order to avoid a hazard!
it must be replaced by the service agent (see warranty 

 

Place the water level gauge at the centre front of the dryer.

Place the water level gauge on the left side.

runs y with minimal  noise.The dryer should be 
levelled, so that it is evenly supported on all four feet
Ensure the dryer does not rock in any direction.

Level the dryer side to side(Fig. 2-4):
Place the water level gauge at the centre  back of  the dryer.

Double check the dryer is balanced(Fig. 2-5):

Never  unscrew the feet completely from  their housings.

Level the dryer front to back(Fig. 2-5):

After levelling, the corners of the dryer cabinet should be clear 

2.6 Level the dryer

2.7 Draining
The dryer is equipped with a condenser unit which accumulates water 
during the drying cycle.The water is collected in the removable water 
tank located at the top left of the dryer. The accumulated water must 
be emptied after each drying cycle or you can setup your dryer to drain
automatically using the drain hose included.
We recommend the dryer is set up to drain automatically where 
possible especially when drying  large loads, this will avoid the risk of 
needing to empty the water tank during the drying cycle 

It is IMPORTANT to level the dryer to ensure the machine

2-4

2-5

2-6
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2-9

2-10

2-11

2.8 Reversing the door 

ratching paint.

 reversalis completed.

3. Remove, rotate and replace the door lock & strike plate 

 Provide a non-scratching work surface for the doors.

 Once you begin, do not move the cabinet until door
 Tools you will need: Phillips-head screwdriver.

 These instructions are for changing the hinges from
 the right side to the left side If you want to switch 
them back to the right side, follow these same 
instructionsand reverse all references from left to right.

1. Remove the door assembly
Open the door. Remove the two screws holding
 the hinge/doorassembly to the dryer.Carefully 
set the hinge/door assembly aside(Fig. 2-8).
2. Remove, rotate and replace the inner door
Remove the eight screw covers and screws securing the 
inner door to the outer door.Dismantle the inner door,
rotate it 180°and reinstall it into the outer door using 
the same eight screws and screw covers ( Fig. 2-9).

Remove the two screws holding the strike plate, and then 
remove one screw of the door lock, push down and take out
the lock, rotate 180°andInstall it on the opposite side using 
the same 3 screws and strikes(Fig. 2-10).

4. Rotate and replace the hinge/door assembly
Rotate the hinge/door assembly and screw it on the dryer
(Fig. 2-11).
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2.9 Washer - Dryer stacking
It is possible to achieve a washer-dryer stack (Fig. 2-12).  Not 
every washing machine is suitable for this purpose.
Stacking information,  as well as the corresponding 
mounting kit are available via your local dealer.
The mounting instructions are supplied with the kit
which thoroughly inform the installation steps.
Compatible stacking kits for this model:
White kit: 62396 ASKSNW1
Dark kit: 62397 ASKSNB1

2-12

Compatible Washers:
HWFS95NW1
HWFS95NB1
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NZ AU3-Intended use
Intended use
This appliance is intended for drying items which have been washed in a water solution and 
are marked on the manufacturer‘s care label as being suitable for tumble drying.  
It is designed exclusively for domestic use inside the house. It is not intended for commer

10

-
cial or industrial use. Changes or modi cations to the device are not allowed. Unintended 
use may cause hazards and loss of all warranty and liability claims. 

 Environmentally responsible use

        

           
gramme and the appropriate dryness level. 
Softener unnecessary: Do not use softener when washing, because the laundry will 
become  u y and soft in the dryer .
Cleaning the lint filters :  Clean the lint  lters after each cycle.
Ventilation:  Make sure the appliance is properly ventilated (see INSTALLATION).
Condensed water reuse: The collected condensed water can be used for the steam 

Smallest parts will be retained by the  lter. 

Avoid excess drying: Excessive drying should be avoided. Select the right pro-

Completely spin:  Spin the laundry with the 

Maximum load:

maximum spin speed appropriate for the

Loosen up the laundry:  Shake out the laundry before putting into the dryer. 

 garments.
Use the maximum indicated load as detailed in the program table. 

Do not overload the dryer.
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NZ AU 4-Product description

11

4.1 Picture of appliance
Front (Fig. 4-1): Rear side (Fig. 4-2):

 Note :
Due to technical changes and di erent models, the illustrations in the following chap-
ters may di er from your model.

1 Water tank
2 Tumble dryer door

3 Control panel

4 Power supply cord

5 Back plate
6 Drainage outlet
7 Adjustable feet

User manualWarranty cardsDrain hose Drying rack

4.2 Accessories
Check the accessories and literature in accordance with this list (Fig.4-3):

4-1 4-2

4-3
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5-Control pannel
5-1
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5.1 Power button

5.2 Program dial

Power  button
Program dial

yn

5.4 Function buttons

5.3 Start/Pause button

Programs

Press the Power button for approximately 3sec to turn the 

selected as required

5-3

5-5

Note that before starting 
a cycle, the confirmation button (see Fig. 5-13) will need to be 
pressed first. 



  

 
 

 

5-Control pannel

5.4.2  Delay button

5.4.4 Time button

NZ AU

5.4.1  Dryness level button

13

                                          Dry                  Extra Dry      

5.4.3  Favourite button

5.4.5 Iron Ready button

 Damp 

Notice: 

 then press the "  a orite" butt for 3seconds to sa
these settings, and the icon will light up on the screen The next time  
you select this cycle,the ic tomatically 
come with your preferred settings
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othes load reaches the suitable dryness le
for ir rompt tone will sound and the clothes  
will be ready for ironing -

5-6

5-9

 Delay










































