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105g可移铜版纸不干胶

In accordance with AS/NZS 6400

Haier    Model HWF80ECW1 

范先锋

1. 版面字体以及印刷清晰，无模糊、漏印、不清现象，字体以及尺寸位置以图纸标注和使用字体为准；
Layout font and printing are clear, no blurring, missing prints, unclear phenomena, fonts and size positions are based on drawing labeling 
and font use;

技术要求
Technical Requirements

2. 颜色要求如下：
The color requirements are as follows:

3. 样件封样后才可批量生产；
Batch production can be carried out only after the sample is sealed;
4. 用蘸水的布擦拭15s，再以浸过汽油的布擦拭15s，无起边以及字迹脱落现象；
Wipe with a cloth dipped in water for 15s, and then wipe with a cloth soaked in gasoline for 15s, there should be no edge and writing off; 
5. 要求制件背胶为可移不干胶，沿颜色边界切边，制件边框无黑线，图纸边框黑线只是表示边界；
It is required that the adhesive on the back of the part shall be removable self-adhesive, and the edge shall be cut along the color boundary. There shall be no black line on 
the frame of the part, and the black line on the frame of the drawing only represents the boundary;
6. 印刷应符合Q/HR0903001(现行)《不干胶印刷品》；
Printing shall conform to Q/HR0903001(current) "Self-adhesive Printing Matter";
7. 制件有害物质的含量应符合Q/HR 0603 001 《零部件和材料中有害物质限量要求 第1部分：通用要求》（现行）；
The part shall meet Q/HR 0603 001《Restriction Requirements for Hazardous Substance in parts and materials, part 1: General Requirements》(Current version);
8. 制件应符合Q/HR 0603 003《零部件和材料中有害物质限量要求 第2部分：特殊要求》（现行）；
The part shall meet Q/HR 0603 003 《Restriction Requirements for Hazardous Substance in Parts and Materials, part 2: Special Requirements》(Current version);

9. 能耗贴与水耗贴打印在同一贴纸上，位置关系如右上图所示，顶部对齐，中间间距7mm；
 The energy consumption sticker and the water consumption sticker are printed on the same sticker. The positional relationship is shown in the above figure on the right, 
the top is aligned, and the middle spacing is 7mm;

10. 图中   1 —   7  为入厂必检项。
The labelled  1   -      must be checked.REV MARK
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Haier Clothes Washer Model HWF80ECW1

Load capacity 8.0 kg

Using Cotton, Spin: 1200, Temp: 40 , Extra Rinse: P-1 
  seven times per week

In accordance with AS/NZS 6400
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Using Cotton, Spin: 1200, Temp: 40°C,
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Extra Rinse: P-1 Program
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1. 版面字体以及印刷清晰，无模糊、漏印、不清现象，字体以及尺寸位置以图纸标注和使用字体为准；
Layout font and printing are clear, no blurring, missing prints, unclear phenomena, fonts and size positions are based on drawing labeling 
and font use;

技术要求
Technical Requirements

2. 颜色要求如下：
The color requirements are as follows:

3. 样件封样后才可批量生产；
Batch production can be carried out only after the sample is sealed;
4. 用蘸水的布擦拭15s，再以浸过汽油的布擦拭15s，无起边以及字迹脱落现象；
Wipe with a cloth dipped in water for 15s, and then wipe with a cloth soaked in gasoline for 15s, there should be no edge and writing off; 
5. 要求制件背胶为可移不干胶，沿颜色边界切边，制件边框无黑线，图纸边框黑线只是表示边界；
It is required that the adhesive on the back of the part shall be removable self-adhesive, and the edge shall be cut along the color boundary. There shall be no black line on 
the frame of the part, and the black line on the frame of the drawing only represents the boundary;
6. 印刷应符合Q/HR0903001(现行)《不干胶印刷品》；
Printing shall conform to Q/HR0903001(current) "Self-adhesive Printing Matter";
7. 制件有害物质的含量应符合Q/HR 0603 001 《零部件和材料中有害物质限量要求 第1部分：通用要求》（现行）；
The part shall meet Q/HR 0603 001《Restriction Requirements for Hazardous Substance in parts and materials, part 1: General Requirements》(Current version);
8. 制件应符合Q/HR 0603 003《零部件和材料中有害物质限量要求 第2部分：特殊要求》（现行）；
The part shall meet Q/HR 0603 003 《Restriction Requirements for Hazardous Substance in Parts and Materials, part 2: Special Requirements》(Current version);

9. 能耗贴与水耗贴打印在同一贴纸上，位置关系如右上图所示，顶部对齐，中间间距7mm；
 The energy consumption sticker and the water consumption sticker are printed on the same sticker. The positional relationship is shown in the above figure on the right, 
the top is aligned, and the middle spacing is 7mm;
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